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OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2 [5.08]
.XX = ± .02 [.51]

.XXX = ±.005 [.13]
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MILESTEK CORPORATION
1506 INTERSTATE 35 WEST

DENTON, TX 76207

CONN 75OHM BNC PLUG

SHEET

NOTES:

ELECTRICAL SPECIFICATIONS:
IMPEDENCE:  75 OHMS
FREQUENCY RANGE:  0-3 GHz
WORKING VOLTAGE: 500V RMS
DIELECTRIC WITHSTAND VOLTAGE:  1500V RMS
VSWR: 1.05 + 0.1f (GHz) DC  DC to 3 GHz
CONTACT RESISTANCE: 
                            CENTER CONDUCTOR:  1.3m OHM
                              OUTER CONDUCTOR:  1.0m OHM
INSULATION RESISTANCE:   5000M OHM  MIN.

CABLE APPLICATIONS: 1505A, 1506A, 734A, 734D

REGULATORY COMPLIANCE:
CE2011/65/EU(RoHS DIRECTIVE)

MATERIALS:
CONTACT PIN, SLEEVE, BODY: BRASS PER QQ-B-626, ALLOY 360, 1/2H
SPRING: BERYLLIUM COPPER
INSULATOR: TEFLON MIL-P-19468

FINISHES:
CONTACT PIN: GOLD 30µ" OVER NICKEL 50µ" OVER COPPER 50µ"
BODY, SLEEVE & OTHER BRASS PARTS: NICKEL 100µ" OVER COPPER 50µ"


