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NOTES:

SPECIFICATIONS:
 1. MAINTAIN RESOLUTION UP TO BLU-RAY 1080/60P
 2. MAINTAIN HIGHEST HDMI DIGITAL AUDIO SIGNAL
 2. DISPLAY MULTIPLE DEVICES SIMULTANEOUSLY
 3. HDCP AND HDMI 1.3b COMPLIANT
 4. HDMI  3D-READY

PACKAGING:
 SPLITTER
 (1) POWER ADAPTER
 (2) SURFACE MOUNT BRACKETS
 (4) SCREWS
 (1) USER MANUAL

COMPONENT SHALL BE INDIVIDUALLY PACKAGED IN ACCORDANCE
WITH L-COM SPECIFICATION PS-0031.

ALL DIMENSIONS ARE FOR REFERENCE ONLY.

REGULATORY COMPLIANCE:
  CE2011/65/EU(RoHS DIRECTIVE)
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C ECN 7925: REMOVE L-COM LOGO
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ECN 6791: ADDED L-COM LOGO, TEXT AND LABEL (REAR)

1 X 2 HDMI SPLITTER

1/15/13

COLOR VARIATIONS

PROPERTY OF L-COM, INC.  ANY REPRODUCTION IN PART OR WHOLE

FSCM NO.

CATEGORY

D.GRIFFIN

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2

.XX = ± .02
.XXX = ±.005


