
PROPRIETARY NOTICE

This document discloses confidential subject matter in which
MilesTek Corporation and its subsidiaries have proprietary
rights. Neither receipt nor possession thereof confers or
transfers any right to reproduce or disclose the document,
any part thereof, any information contained therein, or any
physical article or device, or to practice any method or
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with MilesTek Corporation and its subsidiaries.

OVERALL CABLE LENGTH TOLERANCE:
≤12 [305] = +1 [25] / -0

>12 [305] ≤60 [1524] = +2 [51] / -0
>60 [1524] ≤120 [3048] = +4 [102] / -0

>120 [3048] ≤300 [7620] = +6 [152] / -0
>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2 [5.08]
.XX = ± .02 [.51]

.XXX = ±.005 [.13]
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D.FRISIELLO

MILESTEK CORPORATION
1506 INTERSTATE 35 WEST

DENTON, TX 76207

4 POSITION KEYSTONE JACK SUB 

SHEET

NOTES:

1.   MATERIAL: .06 THICK [1.5] COLD ROLLED STEEL.
2.   FINISH:  FLAT BLACK POWDER COAT .
3.   KIT CONTAINS 4, #6-32 UNC SCREWS.
4.   ALL DIMENSIONS SHOWN ARE FOR REFERENCE ONLY.
5.    COMPONENT SHALL BE INDIVIDUALLY PACKAGED IN 
        ACCORDANCE WITH  SPECIFICATION PS-0054.

REGULATORY COMPLIANCE:
CE2011/65/EU(RoHS DIRECTIVE)
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